DIRECT+ ENVOY
Conditioning System X A U T H D R I T Y 2 2@

Select Machine

Brunswick|3

Pattern Information Pattern Parameters Supplies Information
Datel 2.11.2016 | Pattern Number,| Lane Cleaner|
Pattern Typel Pattern Name| TuUL Marraskisa 2016 Cleaner Mixture Ratio| 1
Pattern Difficulty| Mode Clean & Oil Cleaner Transition Distance 45 |Authority22
Pattern Designer| Arto Simojoki Forward Speed| Max Clean Cleaner Spray End Distancel Envoy
Pattern Volume (ml)| 21,11 | Start Cleaner Spray
Surface Information Start Squeegee] 0 Lane Conditionel{ DEFY
Surface Typel Synthetic | Start Oiling] 6 Notes
Surface Brand| | Split Pattern| No
Age| |
Zone 1 2 3 4 5 6 7 8
ZoneEndDistance 10 | | 18 | | 26 | | 3 | | 3 | | | | | |
Zone Ratio 1,5 1 1,6 1 1,4 1 1,5 1 1,0 1 it 1 it 1 it 1
R[ 14 : 1 1,8 : 1 1,3 : 1 1,5 : 1 1,0 : 1 HH 1 HHt 1 HHt 1
Zone Volume| 10,43 5,75 2,73 2,20 0,00 0,00 0,00 0,00
7 Pin Side Board Number 10 Pin Side
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